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Brief Introduction: 

Step into advanced illumination with the METROLIGHT BRACKET MOUNTED LED FLOOD 
LIGHT — a state-of-the-art solution engineered for powerful performance and versatility.
Crafted with precision, this floodlight redefines outdoor and large-scale lighting with 
reliable, high-output illumination tailored for stadiums, parking areas, building facades, 
and industrial sites. Designed with sustainability in mind, it ensures energy efficiency and 
minimal environmental impact. Delivering robust, uniform light distribution, the 
METROLIGHT FLOOD LIGHT combines durability, adaptability, and superior performance 
for demanding lighting environments.

Technical Data: 

• Power: 72W - 90W - 108W- 126W - 144W
• Material: Aluminum
• Beam Angle: 24°-36°-50°
• Input Voltage: 220-240 V
• CRI: >90
• Frequency: 50 to 60Hz
• Ambient Temperature range: -20 to +40
• Driver: Helvar / Osram / Philips / Tridonic

( Dali Optional )
• CCT: 2700K / 3000K / 4000K / 5000K / 6500K / 7500K
• IP Rate: IP66
• Max. Lumen : 6624lm-13248lm
• Finish: White / Black / Gray
• Led Source: Cree/Osram
• Dimensions: as per the details in the image

Easy Installation
Turn off the power before starting. Choose a suitable location, secure the bracket, and 
attach the floodlight. Connect the wires according to color codes. Turn the power back 
on to test functionality, then check for secure mounting and proper operation. Clean up 
and follow the manufacturer’s maintenance guidelines. For complex setups, seek 
professional help.
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Applications

The METROLIGHT BRACKET MOUNTED LED FLOOD LIGHT is a versatile solution for large-scale illumination 
needs, ideal for outdoor and industrial spaces like stadiums, parking lots, facades, and landscapes. 
Suitable for both residential and commercial use, it provides uniform lighting for security, architecture, 
and functional outdoor areas. In event venues, sports arenas, and construction sites, it offers powerful 
illumination to enhance visibility and safety.

In Perspective  

Beam angles are crucial in determining the floodlight’s effectiveness. A narrow beam provides focused, 
high-intensity light, ideal for highlighting features or targeted lighting. A wide beam offers broad, even 
coverage, perfect for large areas like parking lots or sports fields. Choosing the right beam angle 
optimizes energy efficiency and ensures high-quality lighting for outdoor and industrial spaces.
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