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Brief Introduction:

Discover the Future of lllumination with the METROLIGHT SPOTLIGHT SERIES Engineered with precision
and built on cutting-edge lighting technology, the METROLIGHT SPOTLIGHT SERIES sets a new standard
for performance and versatility. Designed to adapt effortlessly to a wide range of lighting
applications, these fixtures combine innovation with exceptional craftsmanship. With a firm
commitment to sustainability, the METROLIGHT SPOTLIGHT SERIES delivers powerful, long-lasting
illumination while minimizing environmental impact. Whether it's enhancing expansive commercial
spaces, highlighting architectural details, or transforming retail displays, it offers a dynamic and
energy-efficient lighting solution for any environment.

Technical Data:

Power: 18W-24W-28W-32W-36W-40W

Material: Aluminum

Beam Angle: 24°-36°-50° 150mm
Input Voltage: 220-240 V
CRI: >90

Frequency: 50 to 60Hz
Ambient Temperature range: -20 to +40 220mm
Driver: Helvar / Osram / Philips / Tridonic ( Dali Optional )

CCT: 2700K / 3000K / 4000K / 5000K / 6500K / 7500K

IP Rate: [P20-IP44 P
Max. Lumen : 2572Im-4680Im
Finish: White / Black / Gray <
Led Source: Cree/Osram ¢ 3'
Dimensions: 32-36W - Dia: 220mm, L:150mm

Easy Installation

For a safe installation, start by switching off the power. Select a suitable location with access to a power
source to mount your spotlight. Use the provided hardware to securely fix the spotlight in place. Connect
the wires according to the color codes using proper connectors. Once everything is connected, restore
power and fest the light. Adjust the angle for the best lighting effect, then perform a final safety check to
ensure secure mounting and proper wiring. Clear away any debris, and consult the manufacturer’s
guidelines for usage and maintenance, or seek professional assistance if needed.
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Applications:

The METROLIGHT SPOTLIGHT SERIES is a highly versatile lighting solution engineered to
meet diverse illumination needs across various environments. With precision design and
advanced LED technology, it's ideal for accentuating architectural elements in both
residential and commercial spaces—such as facades, sculptures, and landscape
features.

In retail settings, it adds dramatic flair to product displays, creating engaging visual
experiences for customers. For event spaces and hospitality venues, the spotlight
enhances ambiance through dynamic lighting effects. Whether indoors or outdoors—in
galleries, museums, or hotels—the METROLIGHT SPOTLIGHT SERIES delivers focused,
powerful lighting to showcase any space in its best light.

In perspective
Beam angles play a pivotal role in the design and performance of METROLIGHT spotlights, directly

influencing light distribution and coverage. A narrow beam angle delivers concentrated illumination,
perfect for spotlighting specific features or creating bold, dramatic effects. Conversely, a wider beam
angle spreads light across a broader areq, ideal for general lighting or enhancing expansive spaces.
Choosing the right beam angle allows for greater energy efficiency, improved visual appeal, and
optimal lighting performance—whether in architectural showcases, retail displays, or outdoor

installations.
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50° symmetric
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1 5227 0.93
2 1319 185
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